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This manual covers operation and maintenance of the E3500 generator. All information in this publication
is based on the latest product information available at the time of approval for printing. Honda Motor
Co., Ltd. reserves the right to make changes at any time without notice and without incurring any obligation.
The manual should be considered a permanent part of the generator and remain with the generator when

sold.
Read the manual carefully. Pay special attention to statements preceded by the following words:

WARNING
Indicates a possibility of personal injury or loss of life if instructions are not followed.

CAUTION |

Indicates a possibility of equipment damage if instructions are not followed.

© Honda Motor Co., Ltd., 1978



Thank you for purchasing a Honda Generator.
If a problem should arise, or if you have any questions about the generator, consult an authorized Honda

dealer.

WARNING

The Honda generator is designed to give safe and dependable service if operated according to instructions.
Read and understand the Owner’s Manual before operating the generator. Failure to do so could result

in personal injury or equipment damage.

No part of this publication may be reproduced without written permission.
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GENERATOR SAFETY

WARNING

To ensure safe operation —

*

Know how to stop the generator quickly and
understand operation of all the controls. Never
permit anyone to operate the generator without
proper instruction.

Keep children and pets away from the generator
when in operation.

The generator is a potential source of electrical
shock when misused: Do not operate with wet
hands. Do not operate in rain or snow.

When charging a battery —

*

Battery electrolyte contains sulphuric acid. Pro-
tect your eyes, skin and clothing. In case of
contact, flush thoroughly with water and call a
doctor If your eyes were exposed.

Batteries generate hydrogen gas which can be
highly explosive. Do not smoke or allow flames
or sparks near a battery, especially while charg-
ing it.




COMPONENT IDENTIFICATION
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Fuel filler cap
Fuel valve
Choke rod
Carburetor
Throttle knob
Recoil starter
Oil filler cap
Control box
Engine switch
Generator
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(1) Belt cover

(2) Spark plug cap
(3) Air cleaner
(4) Muffler

(5) Oil drain plug




CONTROL BOX

1.

FREQUENCY METER. Indicates generator fre-
quency by oscillation.

. ENGINE SWITCH. When starting the engine,

turn the engine switch ON. Turn OFF to stop the
engine operation.

. PILOT LAMP. Lights when the engine is running.
. FUSE HOLDER. Houses a 15A fuse for the DC

circuit.

5.

CIRCUIT BREAKERS. Switch ON for AC power.
A breaker will automatically switch OFF if the
generator is overloaded.

. GROUND TERMINAL.
. AC RECEPTACLES. The generator is equipped

with outlets for both 115V and 230V applications.

. DC TERMINALS.




OPERATION

WARNING

» Exhaust gas contains poisonous carbon monoxide.
Never run the generator in an enclosed area. Be
sure to provide adequate ventilation.

* Operate the generator on a level surface. If the
generator is tilted, fuel spillage may result.

CAUTION

The generator is air-cooled and may be damaged if
ventilation is inadequate.

Pre-Operation Check

1. Check the engine oil level.

CAUTION
Engine oil is a major factor affecting engine per-
formance and service life. Non-detergent or vegetable
oils are not recommended.

Use Honda 4-stroke, or an equivalent high detergent,
premium quality motor oil certified to meet or
exceed U.S. automobile manufacturer’s requirements
for Service Classification SE. (Motor oils classified
SE will show this designation on the container.)
SAE 10W-40 is recommended for general, all-tem-
perature use. If single viscosity oil is used, select
the appropriate viscosity for the average temperature

in your area.
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A. With the generator on a level surface, remove the
oil filler cap and check the oil level.

B. If the level is low, fill to the upper limit with the
recommended oil. Do not overfill; excess oil will
result in power loss and smoking.

(1) Oil filler cap
(2) Oil filler hole

)

Running the engine with insufficient oil can cause
serious engine damage.

(3) Upper limit
(4) Lower limit




2. Check the fuel level.
Use automotive gasoline with a research octane
of 91 or higher or a pump octane ( R;M ) of 86
or higher. Fill to half-way up the filler screen.
Never use an oil/gasoline mixture or dirty gasoline.
Avoid getting dirt, dust or water in the fuel tank.

WARNING

+ Gasoline is extremely flammable and explosive
under certain conditions. Refuel in a well ventilat-
ed area with the engine stopped.

(2) Fauel filler hole

* Do not smoke or allow flames or sparks in the grea
where the generator is refueled or where gasoline
s stored.

* Do not overfill the rank and make sure the filler
cap is securely closed after refueling.

* Be careful not to spill fuel when refueling. Fuel
vapor or spilled fuel may ignite. If any fuel is
spilled, make sure the area is dry before starting
the engine.

Gasoline substitutes, such as gasohol etc., are not
recommended, they may be harmful to the fuel sys-
tem components.

3. Be sure that the A.C. switch is OFF.




Starting the Engine

1. Turn the engine switch ON and turn off the circuit
breakers, or disconnect the charging cord from the
DC terminals.

2. Turn the fuel valve ON. Close the choke fully.

NOTE: Do not use the choke when the engine is
warm or air temperature is high.

(1) Engine switch (3) Fuel valve (5) Choke rod
(2) Circuit breakers (4) ON position (6) CLOSE position




3. Pull the recoil starter rope lightly until resistance
is felt, then pull swiftly.
4. Open the choke as the engine warms up.

(2) Choke rod
(1) Starter rope (3) OPEN position




Stopping the Engine

To stop the engine in an emergency, turn the engine 2. Turn the engine switch OFF.
switch OFF. 3. Turn the fuel valve OFF.

In normal use:

1. Turn the circuit breakers OFF and disconnect the
charging cord (if used).

(3) Fuel valve




GENERATOR USE

AC Applications

The generator is equipped with two receptacles for
115V, 15A power, one receptacle for 115V, 30A, and
one receptacle for 230V, 15.2A. The maximum power
available at the receptacles is 3.5 kVA (3,500 watts).

CAUTION

*

Limit operation requiring maximum power [0
30 minutes. For continuous operation, do not
exceed the rated power limit of 2.8 KVA (2,800
watts). In either case, the total wattage of all
appliances connected must be considered.

Do not exceed the current limit specified for
any one receptacle.

Do not connect the generator to a household
circuit, This could cause damage to the generator
andfor the circuit,

To prevent electrical shock from faulty appliances
the generator should be grounded. Connect a length
of heavy wire between the ground source and the
terminal at the rear of the generator.
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1. Start the engine and verify that the generator

is operating at 60 Hz. If it is not, turn the throttle
knob in the appropriate direction until the cor-
rect frequency is obtained.

(1) Throttle knob
(2) Frequency meter




2. Plug in the appliance.

NOTE: Watch the frequency meter carefully when connecting a tape recorder or a radio. If the frequency
drops, readjust the throttle as required.

The generator is equipped with an AVR (Auto Voltage Regulator). Voltage need not be adjusted if the fre-
quency is adjusted properly. If the generator does not produce the specified voltage at the proper frequency,
consult an authorized HONDA dealer.

DC Application

Use the DC terminals for charging 12 volt automotive type batteries only. Check the positive (+) and negative
(—) sides and make a proper connection. Do not reverse the polarity of the terminals when charging a battery.
Serious damage to the generator and/or battery may occur.

NOTE: The DC terminals may be used while the AC outlet is in use.
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